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Water cooled power waveguide loads
Waveguide loads are ideal for use in high power systems as dummy antennas to permit testing,

tuning , and maintenance without radiating RF power.A new family of waveguide loads is available
from 0.96GHz to 40 GHz.

Feature:
—High peak power

—Rugged Mechanical Construction
—Low cost, Fast delivery

Application:

— For SatCom ,Aerospace, Radar
—Other Applications

Technical Specifications:

Avg. Power 5000w (Max)

VSWR 1.12 (Min)
Mechanical Specifications:

Material Al/Cu

Length(mm) L

Enviromental Specifations:

Operating Temperature —-55 +85°C

Types:
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Outline Drawing:

Model List:
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Frequency VEWR Avg. Power Waveguide )
ETEIE
(GHZ) (max.) W) IEC
26.5-40.0 1.25 1000 WR28 WGE22 R320 AllBrass
21.7-33.0 1.25 1000 WR34 WGE21 R2G60 AllBrass
17.6-26.7 1.25 2000 WR42 WGE20 R220 AllBrass
14.5-22.0 1.25 3000 WR51 WE18 R180 AliBrass
11.8-18.0 1.25 5000 WRE2 WGE18 R140 AllBrass
9.84-15.0 1.25 5000 WR75 WG17 R120 AliBrass
8.20-12.40 1.25 10K WR0 WGE16 R100 AllBrass
6.57-9.99 1.25 10K WR112 WG15 Ra4 AliBrass
5.38-8.17 1.25 10K WR137 WE14 R70 AllBrass
4 64-7.05 1.25 10K WR159 WGE13 R5& AliBrass
2.94-599 1.25 12K WR187 WG12 R48 AllBrass
3.22-4.90 1.25 12K WR229 WG1T1A R40 AliBrass
2.60-3.95 1.25 12K WR284 WGE10 R32 AllBrass
2.17-3.30 1.25 15K WR340 WGEOA R26 AliBrass
1.72-2.61 1.25 15K WR430 WEE R22 AllBrass
1.45-2.20 1.25 15K WR510 WGET R18 AliBrass
1.13-1.73 1.25 20K WRESD WGE R14 Al
0.96-1.46 1.25 20K WR770 WGH R12 Al
Test curve:
Note :

You could choice Flange type
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